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SUMMARY

A method that makes use' of thermocouples has been de-
veloped to measure the temperatures of engine pistons op-—
erating at high speeds., The thermccouples installed on
the moving piston are connected with a potentiometer out-— -
ers, which make contact with the piston thermocouples for
about 10 crankshaft degrees at the bottom of the piston
stroke. The equipment is operated satisfactorily at en-
gine speeds of 2,400 rpm and shows promise of successful

Measurements of piston temperatures in 2 liguid-cooled
compression-ignitlon engine and in an air-cooled spark- L
ignition engine are presented.. =

INTRODUGTION

The present trend in sircraft engines toward higher
specific output requires, among other things, that mors
adequate piston cooling be provided. Information on pis-
ton cooling is meager because of the lack of a practicable
method of making piston-temperature determinations at en-
gine speeds in use at present. References 1 and 2 present
Piston-temperature data obtained by the procedure of stop-
Ping the engine from an operating condition, inserting a
thermocouple through a spark-plug hole and into thermo-
couple holes in the piston, obtaining a temperature-time T
curve and extrapolating it back to the time of stopplng. h
Reference 3 reports determinations of piston temperature
obtained by the use of fusible plugs. Neither of .these

. .-methods can be considered satisfactory for the accurate T

determination of piston temperaturee during engine cpera-
tion. _ S e : s

A few investigators have reported (references 4 to 7)



the resulte of temvperature determinations, by means of
thermocouples installed on the piston, covering a sgpeed
range from 200 to 1,500 rpm made on o0il and gasoline en-
gines. 'In these tests, the circuit between the thermo-
couples and the indicating instrument was completed by
wires, which were supported by a—mechanical linkage. This
system appeared to be quite limited as to speed of oper-_.
ation and ease of applicadbility.

A method of determining temperatures of pistons oper-
ating at speeds up to 2,000 rpm was developed by F. Glen
Shoemaker of the Matériel Division of the Air Corps at
- Dayton, Ohio, in 1927%. Thisg method entailed the comple-
tion of the circuit of a piston thermocouple by springs
that made contact for a short period at the bottom of the
- piston stroke. The *hermal electromotive forces were measg-
ured by a potentiometer. This method was considered im-
practicadble for continued cperation at high speeds because
of the spring contacts.

As part of a program for the .study of piston cooling
at high engine speeds, the N,A.C.A. undertook the devel-
oprment of a method of determining piston temperatures.

The development consisted in a modification of the Shoe-
maker method with the spring-actuated contacts replaced by
pnesumatically operated contacts to complete the thermo-
couple circuit. This note presents a description of the
N.A.C.&, method and sample piston-~temperature data ob-
tained on a compression-ignition and a spark-ignition en-
gine.

DESCRIPTION OF METHOD

The thermocouple electromotive forces are balanced by
neans of-a potentiometer, balance being indicated when .a
galvanometer in the circuit shows zero current. The ther-
nocouples installed in the moving piston are connected to
insulated contacts fastened on the wrist-pin boss (fig.
1(a)). At the bottom of the piston stroke, for about 10°
of créank angle, these contacts mate with and depress sinm-
ilar contacts mounted on pneumatically operated plungers
(fig. 1(b)). Wires from these plunger contacts are led to
a cold junction and then to the potentioneter. .

The intermittent circuilt resulting from this arrange-
nent introduces no error or difficulty in the measurenent
of the thermocouple potentials because zero current flows
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in the circuit when balance is obtained with the potentiom-
eter. The accuracy or the sensitiveness of the balance,

and hence of the measurement, depends upon the magnliude

0f the current flowing in the circuit during off-balance
as indlcated by 2 galvanometer. TUnder the conditions of
interrupted contact, the indicated current is equal to the
averagse value of current over a cycle and therefore de-
pequ upon the percentage time that the circuit iIs closed,
t.0s, the percentagé period of contact, and is independent
of speed. The flexing of the wires attached to the plung-
er contacts should be minimized %o obtain duradility,
which necessitates a short.plungsr stroke and an attendant
small percentage period of contact. A sensitive galvanom-
eter is thus required. For this egquipment, which had a
1/64-inch plunger stroke or aAbout 3 percent time of con-
tact, a portable reflecting-type spotlight galvanometer
with o sensitivity of 0.05 microampere per millimeter was
found to be within the accuracy of the portable precision-
type potentlometer used.

A preliminary bench test of the method was made with
apparatus that simulated the action of a piston. TWires
from a thermocouple were connected . to contacts fastened to
a cam-actuated rocker arm that mated with the plunger con-
tacts and depressed them for several degrees of each revo-
lution of the cam. The circult was then conpletsd through

the galvanometer and the potentiometer. 'The thermocouple

was iImmersed in boiling glycerin, the tempserature of which
was checked with a calibrated thermocouple. Balance was
easlily and gqulickly odbtained; the accuracy was limited by
the potentiometer, O0il on the contacts had no discernidle
effects. Stray electromoitive forces, such as those result~
ing from static charges or cell action, if present, were
negligible. The preliminary test demonstrated the practi-
cability of this method of obtaining piston temperatures
with an accuracy within that of the thermocouple calibdbra-
tion.

Single Thermocouple Installation

The first circuit-closing mechanism, which was con-
structed for preliminary tests, provided for one thermo-
couple and was installed on a water-cooled compression-
ignition engine having a displacer-type piston. The mech-
anism 1s shown in figures 1 and 2. '

The thermocouple was'peened into the displacer 1/16
inch below the top surface on the exhaust-valve side of
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the rear corner of the displacer and insulated with elun-
dun insulators. (See figs. 1 and 2%.) The corner of the
displacer that had been cut away to permit the thermo-
couple installation was built up with aluminum weld. The
alundum insulators were secursed in position by upsetting
the metal on the under side of the crown into Circumferen-
tial grooves cut in the insulators. From the crown to the
contacts, the 22~gage chromel and constantan thermocouple
wires were insulated with a flexible woven—-glass sleeving
capable of withstanding temperatures in the neighborhood of
1,000° F. The insulated wires were encased in copper tub-
*ing having a 0,009-inch wall to protect the insulation
against mechanical effects and were supported in the piston
by clamps spaced less than 1 inch apart. The problem of
maintaining the installation intact at high speeds required
the exercise of every precaution in the protection of the
wires against vibration.

The contacts, which were set in a micarta strip fas-
tened to the wrist-pin boss, were made of material having
the same thermoelectric properties as the wires to which
they were connected. Some d4ifficulty was experienced in
the ingulation of the contacts from the boss because—the
heat weakened the insulating backing strip and the repeat-
ed impact shocks caused the contacts to break through i%.
The construction finally adopted, shown in figure 1(a),
eliminated this.trouble. It consisted in backing the con-
tacts with circular steel disks that distributed the load
‘over the fiber insulating strip, which was further baéked
with a steel atrip and a mica strip for heat insulation.

+ The mating chromel and constantan contacts (fig.
1(b)) that completéd-the circuit at the bottom of the pis-
ton stroke were :silver-soldered into shallow recesses in
the tops of-the hollow steel plungers. These plungers
were lap-fitted with steel sloeveg that screwed into a
micarta block. Pegs projecting from the bottoms of the
sleeves and fitting slots in the shoulders of the plungers
Prevented rotation of the plungers. Fiber washers were
cemented to the bottoms of the sleeves to reduce impact
shock on the upstroke of the plungers.

The thermocouple circuit was continued from the
plunger contacts by 1/16-inch-diameter rods of the same
naterial as the contacts to which they were fastened.

Each rod was inserted in a hole in the contact and soldersd.
Piano-wire loops were each soldered at one end to one of
these rods and, at the other end, to & wire of the same
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material as the rod, These wires led to the cold junctlon
et which wasg located a thermometer. At first, these chro-
mel and constantan wires were attached directly to their
respective plunger contacts; this arrangement was unsatis-
factory at high speeds, however, because the wires were

not sufficiently strong to withstand the fatigue stresses
resulting from repeated flexing. The use of the plano-wire
loops solved this problem. The effect of extraneous elec-
tromotive forces caused by the introduction of another
metal into the thermocouple circuit was nullified by plac-—
ing the ends of the rod and the wire between which the
Piano wire was interposed sufficiently close that no sen-
sible difference in temperature, or therefore in potential,
conld exist between these junctions. Copper wires from

the cold=junction box %o a portadble precision-type poten-
tiometer and the spotlight galvanometer previously men-
tioned completed the circuist. —

Compressed alr was admitted to the plungers through
copper tubing thet connected the air passages in the mi~
carta block to a compressed-air bottle. A regulator was
used to vary the air pressure on the plungers to meet the
different engine-spesd conditions. The Tequired alr pres-
gsure could be gquickly determined because lnsufflclent
pressure for any eongine-speed condition resulted in an os-
cillation of the galvanometer and a decrease in the sen-
sitivity of balance. Inasmuch as the time required to
take readings was small compared with the time required to
adjust the engine operating conditions, a means to keep
the plungers from mating with the piston contacts was pro-
vided by a two-way cock in the copper tubing. The air
passages could be connected by this .cock to the atmosphere,
thus relieving the pressure on the plungers. The device
was thus spared a large amount of unnecessary we€ar,

Multiple Thermocouple Ingtallation

After the development tests on the compression-igni-
tion engine had been completed, a device to measture the
temperature at five points on an engine piston was con-
structed for tests of an air—~cooled spark-ignition engine.
Figure 4 shows the circuit~-closing mechanism (including a
thermocouple for measuring the temperature in the crank-
case) and the piston thermocouple installation. The
circult-closing mechanism is essentially the same as” that
previdusly described, with four sdditional plungers. -
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In this arrangement, one plunger has a constanian
contact and the othersgs have chromel contactgs. The mating
contacts on the pisgton are of the same material as the
Plunger contacts. ‘A constantan wire and a chromel wire
are brought from the center of the piston crown to the
constantan contact and to one chromel contact, respective~
ly; chromel wires are brought from wvarious paints on the
piston (fig. 5) to the rest of the contacts. All the
wires from the plunger contacts are, of course, brought to
the ocold Jjunction from which copper leads are brought
through a selector switch to the potentiometer. The lead
to the chromel wire connected to point 1 is usged as the
comnon lead for all measurements, and the leads to the
constantan wire and the rest of the chromel wires are at-
tached to the successive contact points on the selector
switch,

The temperature at point 1 is obtained from the
chromel=~constantan thermocouple and the cold-junction-
thermometer readings in the usual manner, use being made
of the chromel-constantan calibration curve (fig. 6(a))e.
The temperatures of the other points are obtained by the
utilization of the thermoelectric effect between the pls-
ton metal and the chromel. The chromel lead from point 1
and the chromel lead from one. of the other points, for
example point 5, are connected to the potentiometer and
the potential differsnce is obtaired. Thus point 1 is the
hot junction and poilnt 5 is the cold junction of a chromel-
aluminum~alloy thermocouple. The temperature of point 1
being known, the temperature of point 5 can be calculated
from the -calibration curve of the chromel-aluminum-alloy
thermocouple (fig., 6(b))., Calibration of several thermo-
couples made of different. aluminum alloys and chromel
showed practically identical temperature~potential rela-
tionships.

In order to avold drilling heoles in the piston walls
for the-many clamps required to hold the thermocouple
wires, a grooved duralumin bracket is attached to the
wrist-pin boss and the wires are fastened in the grooves.
(See fig. 4.) The detalls of the method of inserting the
thermocouple wires in the piston are shown in figure 5.

A hole is drilled into the piston to within 3/32 inch of
the surface of the piston.with a No. 42 drill., At the
bottom of this hole, another hole is drilled an additional
distance of 1/32 inch with a No. 68 drill. The thermo-
couple wire with & fused ball end is peenod into the small-
er nole and an alundum insulator, through which the wire

I~
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is passed, is fitted into the larger hole 'and held in
pPloce by upsoetting the piston metal into a groove cut in
the insulator. PFrom this point to the contacts, the wires
are insulated with flexible glass sleeving and encased in
copper tubing, as in the previous installation.

MEASUREMENT OF PISTON TEMPERATURE

The apparatus previously described (figs 1, 2, and
3) was installed on the 5- by 7-inch water—cooled N.A.C.A,
compression-ignition cylinder head with displacer piston
(reference 8) and the temperature was detérmined for dif=-
ferent engine operating conditions. Thé circult-closing
mechanism was mounted on a simple bracket in the crankcase
and the wires and the copper tubing were led out51de
through a small hole in the crankcase. '

Under conditions of engine operation, balance of %the
thermocouple electromotive force 1s quickly obtained, as
in the bench test, with a sensitiveness comparabiegwith
that obteainable when the potentiometer and its-usual gal-
vanometer are used in a continuvously closed circuit, The
Plungers follow the piston without difficulty as the air
Pressure is increased to compensate for the increase in
impact force with engine speed, 4lthough the accuracy of
the measurement could be checked only in the bench test,
there is nd reason to believe that the engine set-up in—
troduced any change. The accuracy is conservatively esti-
mated to be within 2 percent.

iy

Some of the piston temperatures obtained are shown
in flgure 7, where the temperature of the piston displacer
is plotted against fuel quantity injected per cycle for
speeds from 1,500 to 2,400 rpm and for verious boost pres-—
sures up to 25 inches of mercury. The engine con&itions
for these tests are given in tabdle I. : ’

The high temperatures of this piston displacer are
due to the high temperature and velocity of the gaseées flow—
ing pabt the corner of the displacer. 4s previously men-
tioned, the thermocouple was placed on the exhaust-valve
side of the rear corner of thls displacer, which from pre-~
vious experience was known to be the hottest part of the
Piston. The rapid increase in displacer temperature w1th
engine speed and boost pressure is shown in figure 7.
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’

Preliminary data were also obtained on the piston of
an air-cooled cylinder with fuel injection. The equlpment
previously described was used. (See fig. 4.) The engine

had a Sé—inch bore by 7-inch stroke and a compression ra-

tio of 9.2, Figure 8 ghows the variation of piston tem-
peratures at the five locations indicated in figure 5 with
fuel-air ratio at full throttle and at an englne speed of
1,900 rpm. Curves of brake mean effective pressure and of
average head and barrel temperstures are also shown,

. The expected increase in piston temperature with ln-
creased load and increassed head and barrel temperature

and the attendant dangers of ring sticking, detonation,

and loss in piston strength accompanying these high tem-

peratures indicate the pressing need for an investigation

of possible methods of reducling the operating temperatures

of pistons,

CONCLUSIONS

1. The measurement of thermocouple electromotive
. forces in an intermittent circuit by balancing them with
- .a potentiometer provides a practicable and accurate meth-
od of obtaining piston temperatures.

2. The accuracy of measurement ls unaffected by
speed within the range tested, and its dependence on the
. percentage duration of time of contact may be obviated by
the use of a sufficlently sensitive galvanometer for a
balance indlcator.

3. By the use of-pneumatically operated plungers for
closing the thermocouple circult for a few degrees of
crank angle at the bottom of the piston stroke, tempera-
ture measurements at engine speeds ofat least 2,400 rpnm
¢can be made.

Langley Memorial Aeronautical Ladboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., April 4, 1939.

I
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TABLE I

10

MEASUREMENTS OF PISTON-DISPLACER TEMPERATURES MADE ON

A WATER-COOLED COMPRESSION-IGNITION ENGINE

Engine| Boost bmep Horse— Quantity Tempera-
speed [pressure power of fuel tgre
(rpm) | (in. Hg) {(1b/sq in.) (1b/eycle) (°F)

] -
1,500 0 72.0 18.75 1.90x10~% 430
1,500 0 57.6 16.0 1.45 402
1,500 0 92.2 24,0 2.70 481
1,500 0 108.0 28.1 3.79 500
1,500 0 114.6 29.8 4.77 485
2,000 0 75.9 26.%5{ 1.84 495
2,000 0 63.4 22.0 1,59 468
2,000 0 54.2 18,75 1.52 465
2,000 0 70.2 24.30, 1.78 490
2,000 0 83.2 28.80 2.0¢9 507
2,000 o) 5.7 26,75 1.93 495
2,000 0 102.0 35,200 2.94 550
2,000 o] 118.5 41,00 4.17 580
2,000 15 187.0 64.7 5.65 710
2,000 15 158.5 55.0 2.73 635
2,000 15 105.,0 26,3 2.32 540
2,000 20 112.0 28.8 2.54 575
2,000 20 166.0 57.2 %.65 665
2,000 20 193.0 66.8 5.36 7325
2,000 20 204.0 70.8 6.40 765
2,200 2d 128.5 49,0 2.88 633
2,200 20 171,0 65.2 %.72 690
2,200 20 201.0 76.4 6.02 791
2,400 20 128.5 53.4 2.82 635
2,400 20 177.0 73.5 4.30 745
2,400 20 195.5 8l.4 6,08 798
2,400 25 131.0 54,6 2.90 625
2,400 25 186.0 7.4 4,33 720
2,400 25 209.0 86,4 6.35 835
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Thermocouple Alundum insulators

OChromel wire encased in
flexible-glass sleeving
and copper tubing.

Constantan wire encased in
flexible-glass sleeving
and copper tubing.

(a)

- e ) -
; AR Y e )
Mica strip-————/ / Chromel co;;;;;jQE::Steel disk _ -
Steel strip Constantan contact Micarta strip

Fiber strip

Chromel or coanstantan Constantan contact Chromel contact
extension rod.

Piano

wire Zr¥iber washer

- Shoulder

i :—ii' Peg

(v)

4|
/7

. 2
s

air bottle.

Qhromel or
constantan wire
to cold

Junction.

Figure 1.- Thermocouple installation on dlsplacer-type piston and
cirouit-closing mechanism.
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Figurs 2.~ Paris of circult~closing mechanism for single thermocouple installation.
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instillation in piston of air-cooled engine

Yigure 4.~ Thermocouple
and corresponding circuit-closing mechanism,
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